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= Bt Standard Features

‘e Kohler Co. provides one-source responsibility
for the generating system and accessories.

o o o All generator sets and components are
prototype tested, factory built, and production
tested.

e Generator set provides one-step load
acceptance per NFPA 110.

e A one-year limited warranty covers all systems
and components. Extended warranties are
available.

o Generator feature:

o Kohler’s PowerBoost™ voltage regulation
system provides instant response to load
changes.

l- . o Other features:

o Low coolant level shutdown protects
generator set from overheating.

o Integral vibration isolation eliminates the
need for vibration spring isolators under the
unit.

o Electronic, isochronous governor provides
precise frequency regulation.

‘Generator Ratings

] l “Standby | Standby ) " Standby kW/KVA
Model i i i Amps Amps Generator - -
Series Hz Voiltage | Phase | Nat. Gas | LP Gas Model i Nat. Gas LP Gas
10RY 60 120/240 1 38 42 4H5 9/9 10/10
10RZ 60 120/240 1 38 42 4J6 9/9 10/10
10RZ 60 120/208 3 31 35 4J6 9/ 10/12.5
10RZ 60 120/240 3 27 30 4J6 9/11 10/12.5
10RZ 60 127/220 3 30 33 4J6 /11 10/12.5
10RZ 60 139/240 3 27 30 4J6 9/11 10/12.5
10RZ 60 220/380 3 17 19 4J6 9/ 10/12.5
10RZ 60 277/480 3 14 15 4J6 9/11 10/12.5
10RZ 50 110/220 1 36 36 4J6 8/8 8/8
10RZ 50 110/190 3 30 30 4J6 8/10 8/10
10RZ 50 110/220 3 26 26 446 8/10 8/10
10RZ 50 120/208 3 28 28 4J6 8/10 8/10
10RZ 50 220/380 3 15 15 4J6 8/10 8/10
10RZ 50 . 240/416 3 14 14 4J6 8/10 8/10

RATINGS: Standby ratings are continuous for the duration of any power outage. No overload capacity is specified at this rating. All single-phase units are rated at 1.0 power factor. All 3-phase units are
rated at 0.8 power factor. Availability is subject to change without notice. Kohler Co. reserves the right to change the design or specifications without notice and without any obligation or liability whatsoever
Contact your local Kohler Co. generator distributor for availability. GENERAL GUIDELINES FOR DERATION: ALT/TUDE: Derate 4% per 1000 f. (305 m) elevation above 500 ft. (153 m).
TEMPERATURE: Derate 1% per 10°F (5.5°C) temperature increase above 85°F (29°C).
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